
Max 2.7

SECTION
Z1-Z1
4 PLACES

M2 User Holes

Z1 Z1

VDD20
VDD19
U/D18
L/R17
RX0-16
RX0+15
GND14
RX1-13
RX1+12
GND11
RX2-10
RX2+9
GND8
RXC-7
RXC+6
GND5
SEL684
BIST3
RX3-2
RX3+1

CN1
Mechanical Dimensions

A

B

C

D

E

F

5 61 2 3 4

A

F

D

E

B

C

1 2 3 4 5 6

A

Sheet: 1/2Not to scale. Unit mm.

Revision

LTTD1024768121-L2WH

Part Number

LOGIC  TECHNOLOGIES

Notes:
1. Display Type: Normal black TFT, LVDS Interface
2. Operating Temperature:-30degC to +85degC
3. Storange Temperature:-40degC to +90degC
4. Viewig Direction: All
5. Polarizer Type: Transmissive
6. Backlight: White LED
7. LVDS Connector: STARCONN 076B20-0048RA-G4 (or equivalent)
    LED Power Connector: ACES 1208-01001-H01 (or equivalent)
8. General Tolerance: +/-0.3mm
9. RoHS Compliant

245.76(LCD AA)
249.0±0.2(Bezel Opening)
260.5±0.5(Module Outline)
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12.1" IPS TFT
1024 RGB x 768

Transmissive & Normal black
Viewig Direction: All

6/8-bit LVDS interface
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Mechanical Dimensions
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